
1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto A

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Lcable 800 x Ø120 x H90 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

Emergency option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9271 Stiletto A/3000/5W/90/A120/24V/Brass

1F9272 Stiletto A/3000/5W/90/A120/24V/White

1F9273 Stiletto A/3000/5W/90/A120/24V/Black

1F9274 Stiletto A/4000/5W/90/A120/24V/Brass

1F9275 Stiletto A/4000/5W/90/A120/24V/White

3000

3000

3000

4000

4000

4000

110

110

110

110

110

110

110

110

110

22

22

22

22

22

22

22

22

22

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120° 

120°

120°

120° 

120°

120°

120°

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

Ø120 x H90 mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  2   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto A - 2

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  2   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Lcable 2x715 x Ø120 x H85 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  2   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9280 Stiletto A-2/3000/5W/90/A120/24V/Brass

1F9281 Stiletto A-2/3000/5W/90/A120/24V/White

1F9282 Stiletto A-2/3000/5W/90/A120/24V/Black

1F9283 Stiletto A-2/4000/5W/90/A120/24V/Brass

1F9284 Stiletto A-2/4000/5W/90/A120/24V/White

1F9285 Stiletto A-2/4000/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

110

110

110

110

110

110

110

110

110

22

22

22

22

22

22

22

22

22

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120° 

120°

120°

120° 

120°

120°

120°

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

Ø120 x H85 mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto B

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Lcable 800 x Ø30 x H133 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9289 Stiletto B/3000/5W/90/A120/24V/Brass

1F9290 Stiletto B/3000/5W/90/A120/24V/White

1F9291 Stiletto B/3000/5W/90/A120/24V/Black

1F9292 Stiletto B/4000/5W/90/A120/24V/Brass

1F9293 Stiletto B/4000/5W/90/A120/24V/White

1F9294 Stiletto B/4000/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

120

120

120

120

120

120

120

120

120

24

24

24

24

24

24

24

24

24

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120° 

120°

120°

120° 

120°

120°

120°

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  2   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto B - 2

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  2   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Lcable 660 x Ø30 x H133 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  2   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9299 Stiletto B-2/3000/5W/90/A120/24V/White

1F9300 Stiletto B-2/3000/5W/90/A120/24V/Black

1F9301 Stiletto B-2/4000/5W/90/A120/24V/Brass

1F9302 Stiletto B-2/4000/5W/90/A120/24V/White

1F9303 Stiletto B-2/4000/5W/90/A120/24V/Black

1F9304 Stiletto B-2/6500/5W/90/A120/24V/Brass

1F9305 Stiletto B-2/6500/5W/90/A120/24V/White

1F9306 Stiletto B-2/6500/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

113

113

113

113

113

113

113

113

113

27

27

27

27

27

27

27

27

27

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120° 

120°

120°

120° 

120°

120°

120°

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

Ø30 x H133 mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto G

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

7W

Lcable 535 x Ø70 x H75 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

17°, 24°, 36°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

17°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9307 Stiletto G/3000/7W/90/A17/24V/Brass

1F9309 Stiletto G/3000/7W/90/A17/24V/Black

1F9310 Stiletto G/4000/7W/90/A17/24V/Brass

1F9311 Stiletto G/4000/7W/90/A17/24V/White

1F9312 Stiletto G/4000/7W/90/A17/24V/Black

1F9313 Stiletto G/6500/7W/90/A17/24V/Brass

1F9314 Stiletto G/6500/7W/90/A17/24V/White

1F9315 Stiletto G/6500/7W/90/A17/24V/Black

1F9316 Stiletto G/3000/7W/90/A24/24V/Brass

1F9317 Stiletto G/3000/7W/90/A24/24V/White

1F9319 Stiletto G/4000/7W/90/A24/24V/Brass

1F9320 Stiletto G/4000/7W/90/A24/24V/White

1F9321 Stiletto G/4000/7W/90/A24/24V/Black

1F9322 Stiletto G/6500/7W/90/A24/24V/Brass

1F9323 Stiletto G/6500/7W/90/A24/24V/White

1F9324 Stiletto G/6500/7W/90/A24/24V/Black

1F9325 Stiletto G/3000/7W/90/A36/24V/Brass

1F9326 Stiletto G/3000/7W/90/A36/24V/White

1F9327 Stiletto G/3000/7W/90/A36/24V/Black

1F9329 Stiletto G/4000/7W/90/A36/24V/White

1F9330 Stiletto G/4000/7W/90/A36/24V/Black

1F9331 Stiletto G/6500/7W/90/A36/24V/Brass

1F9332 Stiletto G/6500/7W/90/A36/24V/White

1F9333 Stiletto G/6500/7W/90/A36/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

17°, 24°, 36°

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

Ø70 x H75 mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto H

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

7W

Lcable 523 x Ø81 x H70 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

15°, 24°, 36°, 50°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9334 Stiletto H/3000/7W/90/A15/24V/Brass

1F9335 Stiletto H/3000/7W/90/A15/24V/White

1F9336 Stiletto H/3000/7W/90/A15/24V/Black

1F9337 Stiletto H/4000/7W/90/A15/24V/Brass

1F9338 Stiletto H/4000/7W/90/A15/24V/White

1F9339 Stiletto H/4000/7W/90/A15/24V/Black

1F9340 Stiletto H/6500/7W/90/A15/24V/Brass

1F9341 Stiletto H/6500/7W/90/A15/24V/White

1F9342 Stiletto H/6500/7W/90/A15/24V/Black

1F9343 Stiletto H/3000/7W/90/A24/24V/Brass

1F9344 Stiletto H/3000/7W/90/A24/24V/White

1F9345 Stiletto H/3000/7W/90/A24/24V/Black

1F9346 Stiletto H/4000/7W/90/A24/24V/Brass

1F9347 Stiletto H/4000/7W/90/A24/24V/White

1F9348 Stiletto H/4000/7W/90/A24/24V/Black

1F9349 Stiletto H/6500/7W/90/A24/24V/Brass

1F9350 Stiletto H/6500/7W/90/A24/24V/White

1F9351 Stiletto H/6500/7W/90/A24/24V/Black

1F9352 Stiletto H/3000/7W/90/A36/24V/Brass

1F9353 Stiletto H/3000/7W/90/A36/24V/White

1F9354 Stiletto H/3000/7W/90/A36/24V/Black

1F9355 Stiletto H/4000/7W/90/A36/24V/Brass

1F9356 Stiletto H/4000/7W/90/A36/24V/White

1F9357 Stiletto H/4000/7W/90/A36/24V/Black

1F9358 Stiletto H/6500/7W/90/A36/24V/Brass

1F9359 Stiletto H/6500/7W/90/A36/24V/White

1F9360 Stiletto H/6500/7W/90/A36/24V/Black

1F9361 Stiletto H/3000/7W/90/A50/24V/Brass

1F9362 Stiletto H/3000/7W/90/A50/24V/White

1F9363 Stiletto H/3000/7W/90/A50/24V/Black

1F9364 Stiletto H/4000/7W/90/A50/24V/Brass

1F9365 Stiletto H/4000/7W/90/A50/24V/White

1F9366 Stiletto H/4000/7W/90/A50/24V/Black

1F9367 Stiletto H/6500/7W/90/A50/24V/Brass

1F9368 Stiletto H/6500/7W/90/A50/24V/White

1F9369 Stiletto H/6500/7W/90/A50/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

445

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

64

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50°

17°,24°.36°,50° 

17°,24°.36°,50°

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

Ø81 x H70 mm ± 1mm

www.greentek.eu
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   S U R FA C E  M O U N T E D   |   S T I L E T T O  I   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto I

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 

Ø88



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  I   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

7W

Lcable 520 x Ø88 x H50mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

17°, 24°. 36°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  I   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9370 Stiletto I/3000/7W/90/A17/24V/Brass

1F9371 Stiletto I/3000/7W/90/A17/24V/White

1F9372 Stiletto I/3000/7W/90/A17/24V/Black

1F9373 Stiletto I/4000/7W/90/A17/24V/Brass

1F9374 Stiletto I/4000/7W/90/A17/24V/White

1F9375 Stiletto I/4000/7W/90/A17/24V/Black

1F9376 Stiletto I/6500/7W/90/A17/24V/Brass

1F9377 Stiletto I/6500/7W/90/A17/24V/White

1F9378 Stiletto I/6500/7W/90/A17/24V/Black

1F9379 Stiletto I/3000/7W/90/A24/24V/Brass

1F9380 Stiletto I/3000/7W/90/A24/24V/White

1F9381 Stiletto I/3000/7W/90/A24/24V/Black

1F9382 Stiletto I/4000/7W/90/A24/24V/Brass

1F9383 Stiletto I/4000/7W/90/A24/24V/White

1F9384 Stiletto I/4000/7W/90/A24/24V/Black

1F9385 Stiletto I/6500/7W/90/A24/24V/Brass

1F9386 Stiletto I/6500/7W/90/A24/24V/White

1F9387 Stiletto I/6500/7W/90/A24/24V/Black

1F9388 Stiletto I/3000/7W/90/A36/24V/Brass

1F9389 Stiletto I/3000/7W/90/A36/24V/White

1F9390 Stiletto I/3000/7W/90/A36/24V/Black

1F9391 Stiletto I/4000/7W/90/A36/24V/Brass

1F9392 Stiletto I/4000/7W/90/A36/24V/White

1F9393 Stiletto I/4000/7W/90/A36/24V/Black

1F9394 Stiletto I/6500/7W/90/A36/24V/Brass

1F9395 Stiletto I/6500/7W/90/A36/24V/White

1F9396 Stiletto I/6500/7W/90/A36/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

450

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

65

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

17°,24°,36°

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm

Ø88 x H50mm ± 1mm
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SURFACE MOUNTED | NON-DALI SERIES

Stiletto J

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 
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Magnetic track mounted luminaires

7W

Lcable 519 x Ø50 x H47mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

15°, 24°, 36°, 50°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  J   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9397 Stiletto J/3000/7W/90/A15/24V/Brass

1F9399 Stiletto J/3000/7W/90/A15/24V/Black

1F9400 Stiletto J/4000/7W/90/A15/24V/Brass

1F9401 Stiletto J/4000/7W/90/A15/24V/White

1F9402 Stiletto J/4000/7W/90/A15/24V/Black

1F9403 Stiletto J/6500/7W/90/A15/24V/Brass

1F9404 Stiletto J/6500/7W/90/A15/24V/White

1F9405 Stiletto J/6500/7W/90/A15/24V/Black

1F9406 Stiletto J/3000/7W/90/A24/24V/Brass

1F9407 Stiletto J/3000/7W/90/A24/24V/White

1F9409 Stiletto J/4000/7W/90/A24/24V/Brass

1F9410 Stiletto J/4000/7W/90/A24/24V/White

1F9411 Stiletto J/4000/7W/90/A24/24V/Black

1F9412 Stiletto J/6500/7W/90/A24/24V/Brass

1F9413 Stiletto J/6500/7W/90/A24/24V/White

1F9414 Stiletto J/6500/7W/90/A24/24V/Black

1F9415 Stiletto J/3000/7W/90/A36/24V/Brass

1F9416 Stiletto J/3000/7W/90/A36/24V/White

1F9417 Stiletto J/3000/7W/90/A36/24V/Black

1F9419 Stiletto J/4000/7W/90/A36/24V/White

1F9420 Stiletto J/4000/7W/90/A36/24V/Black

1F9421 Stiletto J/6500/7W/90/A36/24V/Brass

1F9422 Stiletto J/6500/7W/90/A36/24V/White

1F9423 Stiletto J/6500/7W/90/A36/24V/Black

1F9424 Stiletto J/3000/7W/90/A50/24V/Brass

1F9425 Stiletto J/3000/7W/90/A50/24V/White

1F9426 Stiletto J/3000/7W/90/A50/24V/Black

1F9427 Stiletto J/4000/7W/90/A50/24V/Brass

1F9429 Stiletto J/4000/7W/90/A50/24V/Black

1F9430 Stiletto J/6500/7W/90/A50/24V/Brass

1F9431 Stiletto J/6500/7W/90/A50/24V/White

1F9432 Stiletto J/6500/7W/90/A50/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

420

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

15°,24°,36°,50°

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50° 

15°,24°,36°,50°

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

Ø50 x H47mm ± 1mm

www.greentek.eu
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SURFACE MOUNTED | NON-DALI SERIES

Stiletto L

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G
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Magnetic track mounted luminaires

7W

Lcable 600 x Ø92 x H71mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

20°, 40°, 60°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G
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SKU SPECIFICATIONS

1F9433 Stiletto L/UD/3000/2W/5W/90/A20/24V/Brass

1F9434 Stiletto L/UD/3000/2W/5W/90/A20/24V/White

1F9435 Stiletto L/UD/3000/2W/5W/90/A20/24V/Black

1F9436 Stiletto L/UD/4000/2W/5W/90/A20/24V/Brass

1F9437 Stiletto L/UD/4000/2W/5W/90/A20/24V/White

1F9439 Stiletto L/UD/6500/2W/5W/90/A20/24V/Brass

1F9440 Stiletto L/UD/6500/2W/5W/90/A20/24V/White

1F9441 Stiletto L/UD/6500/2W/5W/90/A20/24V/Black

1F9442 Stiletto L/UD/3000/2W/5W/90/A40/24V/Brass

1F9443 Stiletto L/UD/3000/2W/5W/90/A40/24V/White

1F9444 Stiletto L/UD/3000/2W/5W/90/A40/24V/Black

1F9445 Stiletto L/UD/4000/2W/5W/90/A40/24V/Brass

1F9446 Stiletto L/UD/4000/2W/5W/90/A40/24V/White

1F9447 Stiletto L/UD/4000/2W/5W/90/A40/24V/Black

1F9449 Stiletto L/UD/6500/2W/5W/90/A40/24V/White

1F9450 Stiletto L/UD/6500/2W/5W/90/A40/24V/Black

1F9451 Stiletto L/UD/3000/2W/5W/90/A60/24V/Brass

1F9452 Stiletto L/UD/3000/2W/5W/90/A60/24V/White

1F9453 Stiletto L/UD/3000/2W/5W/90/A60/24V/Black

1F9454 Stiletto L/UD/4000/2W/5W/90/A60/24V/Brass

1F9455 Stiletto L/UD/4000/2W/5W/90/A60/24V/White

1F9456 Stiletto L/UD/4000/2W/5W/90/A60/24V/Black

1F9457 Stiletto L/UD/6500/2W/5W/90/A60/24V/Brass

1F9459 Stiletto L/UD/6500/2W/5W/90/A60/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

215

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

31

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

20°,40°,60°

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60° 

20°,40°,60°

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm

Ø92 x H71mm ± 1mm
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SURFACE MOUNTED | NON-DALI SERIES

Stiletto P

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 

Ø15
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Magnetic track mounted luminaires

7W

Lcable 1000  x Ø15 x H600 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

27°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

27°
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SKU SPECIFICATIONS

1F9460 Stiletto P/3000/7W/90/A27/24V/Brass

1F9461 Stiletto P/3000/7W/90/A27/24V/White

1F9462 Stiletto P/3000/7W/90/A27/24V/Black

1F9463 Stiletto P/4000/7W/90/A27/24V/Brass

1F9464 Stiletto P/4000/7W/90/A27/24V/White

1F9465 Stiletto P/4000/7W/90/A27/24V/Black

1F9466 Stiletto P/6500/7W/90/A27/24V/Brass

1F9467 Stiletto P/6500/7W/90/A27/24V/White

3000

3000

3000

4000

4000

4000

6500

6500

6500

150

150

150

150

150

150

150

150

150

22

22

22

22

22

22

22

22

22

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

27°

27°

27°

27°

27°

27°

27°

27°

27°

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

Ø15 x H600 mm ± 1mm

www.greentek.eu


