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FOCUS DIFFUSION LIGHTING | DALI SERIES

Zephyr Spot

• Zephyr Spot is a modern pendant light designed to deliver 
focused and precise illumination. Its compact, cylindrical shape 
makes it an excellent choice for creating targeted lighting 
effects, reducing glare, and providing a soft, ambient glow. 

• This luminaire’s minimalist design and functional elegance make 
it a versatile addition to any interior. The Zephyr Spot is perfect 
for scenarios that require both serene and concentrated lighting, 
enhancing the ambiance with a refined touch.

APPLICATION

Grocery & Supermarkets   |   Retail   |   Office   |   Healthcare   |   Hospitality   |   DIY   |   Home

FEATURES & BENEFITS

• Lumen maintenance L90/B10@50.000h at 25°C

• IP45

• 5 years warranty

• CRI90 as standard

• Efficiency@4000K - 106 lm/W
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SPECIFICATIONS

Power consumption

Dimensions

Housing materials

IK code

THD (at 230V, 50Hz, Full load)

Protection class

Operating temperature [˚C]

Operating humidity [%]

Power factor

DC Input [Vdc]

Lens angle [˚]

Lifespan [h]

Housing color

Lumen maintenance

IP factor

Control optional

Warranty [years] 

Storage temperature range [°C] 

20 W

Ø100 x 123±1mm

Aluminium

IK07

-

Safety class 1

-20C...+45C/-4F...+113F

10 ÷ 85

-

24 Vdc

15°, 24°, 38°, 45°, 60°

50000h

Black NCS 9000-N     Terra red NCS S 4040-Y70R    Green NCS S 6005-G80Y    White NCS 0502-G

L90/B10@50.000h at 25°C

IP45

-

5

-20 ÷ +55

LIGHT DISTRIBUTION

15° 24° 38° 60°
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1G6060 Zephyr SPOT/2700/12W/90/A15/B

1G6061 Zephyr SPOT/2700/12W/90/A15/R

1G6062 Zephyr SPOT/2700/12W/90/A15/GN

1G6063 Zephyr SPOT/2700/12W/90/A15/W

1G6064 Zephyr SPOT/3000/12W/90/A15/B

1G6065 Zephyr SPOT/3000/12W/90/A15/R

1G6066 Zephyr SPOT/3000/12W/90/A15/GN

1G6067 Zephyr SPOT/3000/12W/90/A15/W

1G6068 Zephyr SPOT/4000/12W/90/A15/B

1G6069 Zephyr SPOT/4000/12W/90/A15/R

1G6070 Zephyr SPOT/4000/12W/90/A15/GN

1G6071 Zephyr SPOT/4000/12W/90/A15/W

1G6072 Zephyr SPOT/2700/12W/90/A24/B

1G6073 Zephyr SPOT/2700/12W/90/A24/R

1G6074 Zephyr SPOT/2700/12W/90/A24/GN

1G6075 Zephyr SPOT/2700/12W/90/A24/W

1G6076 Zephyr SPOT/3000/12W/90/A24/B

1G6077 Zephyr SPOT/3000/12W/90/A24/R

1G6078 Zephyr SPOT/3000/12W/90/A24/GN

1G6079 Zephyr SPOT/3000/12W/90/A24/W

1G6080 Zephyr SPOT/4000/12W/90/A24/B

1G6081 Zephyr SPOT/4000/12W/90/A24/R

1G6082 Zephyr SPOT/4000/12W/90/A24/GN

1G6083 Zephyr SPOT/4000/12W/90/A24/W

1G6084 Zephyr SPOT/2700/12W/90/A38/B

1G6085 Zephyr SPOT/2700/12W/90/A38/R

1G6086 Zephyr SPOT/2700/12W/90/A38/GN

1G6087 Zephyr SPOT/2700/12W/90/A38/W

1G6088 Zephyr SPOT/3000/12W/90/A38/B

1G6089 Zephyr SPOT/3000/12W/90/A38/R

1G6090 Zephyr SPOT/3000/12W/90/A38/GN

1G6091 Zephyr SPOT/3000/12W/90/A38/W

1G6092 Zephyr SPOT/4000/12W/90/A38/B

1G6093 Zephyr SPOT/4000/12W/90/A38/R

1G6094 Zephyr SPOT/4000/12W/90/A38/GN

1G6095 Zephyr SPOT/4000/12W/90/A38/W

1G6096 Zephyr SPOT/2700/12W/90/A45/B

1G6097 Zephyr SPOT/2700/12W/90/A45/R

1G6098 Zephyr SPOT/2700/12W/90/A45/GN

1G6099 Zephyr SPOT/2700/12W/90/A45/W

1G6100 Zephyr SPOT/3000/12W/90/A45/B

1G6101 Zephyr SPOT/3000/12W/90/A45/R

1G6102 Zephyr SPOT/3000/12W/90/A45/GN

1G6103 Zephyr SPOT/3000/12W/90/A45/W

1G6104 Zephyr SPOT/4000/12W/90/A45/B

1G6105 Zephyr SPOT/4000/12W/90/A45/R

1G6106 Zephyr SPOT/4000/12W/90/A45/GN

1G6107 Zephyr SPOT/4000/12W/90/A45/W

1G6108 Zephyr SPOT/2700/12W/90/A60/B

1G6109 Zephyr SPOT/2700/12W/90/A60/R

1G6110 Zephyr SPOT/2700/12W/90/A60/GN

1G6111 Zephyr SPOT/2700/12W/90/A60/W
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Product Code
CCT 
(K)

Lumens
(lm)

Power
(W)

SKU SPECIFICATIONS

Eff.
(lm/watt)

Dimensions
(mm)

CRI90

Lens Angle
(°)

A15

A15

A15

A15

A15

A15

A15

A15

A15

A15

A15

A15

A24

A24

A24

A24

A24

A24

A24

A24

A24

A24

A24

A24

A38

A38

A38

A38

A38

A38

A38

A38

A38

A38

A38

A38

A45

A45

A45

A45

A45

A45

A45

A45

A45

A45

A45

A45

A60

A60

A60

A60



4G R E E N T E K  L I G H T I N G

G R E E N T E K  L I G H T I N G  |  Z E P H Y R  S P O T  |  D A L I  S E R I E S

1G6112 Zephyr SPOT/3000/12W/90/A60/B

1G6113 Zephyr SPOT/3000/12W/90/A60/R

1G6114 Zephyr SPOT/3000/12W/90/A60/GN

1G6115 Zephyr SPOT/3000/12W/90/A60/W

1G6116 Zephyr SPOT/4000/12W/90/A60/B

1G6117 Zephyr SPOT/4000/12W/90/A60/R

1G6118 Zephyr SPOT/4000/12W/90/A60/GN

1G6119 Zephyr SPOT/4000/12W/90/A60/W
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Product Code
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Lumens
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Power
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SKU SPECIFICATIONS

Eff.
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Technical specifications can be modified without prior notice. All information is property of Greentek Lighting. 
The presentation picture is for information purposes only. Latest document update: August 5, 2024 12:55 PM. www.greentek.eu


