
1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto A - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø60 x H106.5mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  A  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9100 Stiletto A5/3000/5W/90/A120/24V/Brass

1F9101 Stiletto A5/3000/5W/90/A120/24V/White

1F9102 Stiletto A5/3000/5W/90/A120/24V/Black

1F9103 Stiletto A5/4000/5W/90/A120/24V/Brass

1F9104 Stiletto A5/4000/5W/90/A120/24V/White

1F9105 Stiletto A5/4000/5W/90/A120/24V/Black

1F9106 Stiletto A5/6500/5W/90/A120/24V/Brass

1F9107 Stiletto A5/6500/5W/90/A120/24V/White

3000

3000

3000

4000

4000

4000

6500

6500

6500

160

160

160

160

160

160

160

160

160

32

32

32

32

32

32

32

32

32

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120° 

120°

120°

120° 

120°

120°

120°

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto B - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø60 x H106.5mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

25°, 38°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  B  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9109 Stiletto B5/3000/5W/90/A25/24V/Brass

1F9110 Stiletto B5/3000/5W/90/A25/24V/White

1F9111 Stiletto B5/3000/5W/90/A25/24V/Black

1F9112 Stiletto B5/4000/5W/90/A25/24V/Brass

1F9113 Stiletto B5/4000/5W/90/A25/24V/White

1F9114 Stiletto B5/4000/5W/90/A25/24V/Black

1F9115 Stiletto B5/6500/5W/90/A25/24V/Brass

1F9116 Stiletto B5/6500/5W/90/A25/24V/White

1F9117 Stiletto B5/6500/5W/90/A25/24V/Black

1F9118 Stiletto B5/3000/5W/90/A38/24V/Brass

1F9119 Stiletto B5/3000/5W/90/A38/24V/White

1F9120 Stiletto B5/3000/5W/90/A38/24V/Black

1F9121 Stiletto B5/4000/5W/90/A38/24V/Brass

1F9122 Stiletto B5/4000/5W/90/A38/24V/White

1F9123 Stiletto B5/4000/5W/90/A38/24V/Black

1F9124 Stiletto B5/6500/5W/90/A38/24V/Brass

1F9125 Stiletto B5/6500/5W/90/A38/24V/White

1F9126 Stiletto B5/6500/5W/90/A38/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

3000

3000

3000

4000

4000

4000

6500

6500

6500

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

25°

25°

25°

25°

25°

25°

25°

25°

25°

38°

38°

38°

38°

38°

38°

38°

38°

38°

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

Ø60 x H106.5mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  C  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto C - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  C  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø100 x H142mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  C  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9127 Stiletto C5/3000/5W/90/A120/24V/Brass

1F9129 Stiletto C5/3000/5W/90/A120/24V/Black

1F9130 Stiletto C5/4000/5W/90/A120/24V/Brass

1F9131 Stiletto C5/4000/5W/90/A120/24V/White

1F9132 Stiletto C5/4000/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

195

195

195

195

195

195

195

195

195

39

39

39

39

39

39

39

39

39

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

Ø100 x H142mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  D  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto D - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  D  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø29.5 x H149mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  D  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9137 Stiletto D5/3000/5W/90/A120/24V/White

1F9139 Stiletto D5/4000/5W/90/A120/24V/Brass

1F9140 Stiletto D5/4000/5W/90/A120/24V/White

1F9141 Stiletto D5/4000/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

105

105

105

105

105

105

105

105

105

21

21

21

21

21

21

21

21

21

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

Ø29.5 x H149mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  E  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto E - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  E  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

7W

Ø49.5 x H100mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

25°, 38°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

25° 38°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  E  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9145 Stiletto E5/3000/7W/90/A25/24V/Brass

1F9147 Stiletto E5/3000/7W/90/A25/24V/Black

1F9148 Stiletto E5/4000/7W/90/A25/24V/Brass

1F9149 Stiletto E5/4000/7W/90/A25/24V/White

1F9150 Stiletto E5/4000/7W/90/A25/24V/Black

1F9154 Stiletto E5/3000/7W/90/A38/24V/Brass

1F9155 Stiletto E5/3000/7W/90/A38/24V/White

1F9157 Stiletto E5/4000/7W/90/A38/24V/Brass

1F9158 Stiletto E5/4000/7W/90/A38/24V/White

1F9159 Stiletto E5/4000/7W/90/A38/24V/Black

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

53

53

53

53

53

53

53

53

53

53

53

53

53

53

53

53

53

53

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

7W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

25°

25°

25°

25°

25°

25°

25°

25°

25°

38°

38°

38°

38°

38°

38°

38°

38°

38°

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

Ø49.5 x H100mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  F  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto F - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  F  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

4W

Ø49.5 x H100mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

35°, 45°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

35°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  F  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9172 Stiletto F5/3000/4W/90/A45/24V/Brass

1F9173 Stiletto F5/3000/4W/90/A45/24V/White

1F9174 Stiletto F5/3000/4W/90/A45/24V/Black

1F9175 Stiletto F5/4000/4W/90/A45/24V/Brass

1F9177 Stiletto F5/4000/4W/90/A45/24V/Black

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

4W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

35°

35°

35°

35°

35°

35°

35°

35°

35°

45°

45°

45°

45°

45°

45°

45°

45°

45°

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

Ø32 x H135mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto G - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø50 x H139mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

17°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  G  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

3000

3000

3000

4000

4000

4000

125

125

125

125

125

125

125

125

125

25

25

25

25

25

25

25

25

25

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

Ø50 x H139mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto H - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø100 x H130mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  H  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9190 Stiletto H5/3000/5W/90/A120/24V/Brass

1F9191 Stiletto H5/3000/5W/90/A120/24V/White

1F9192 Stiletto H5/3000/5W/90/A120/24V/Black

1F9193 Stiletto H5/4000/5W/90/A120/24V/Brass

1F9194 Stiletto H5/4000/5W/90/A120/24V/White

1F9195 Stiletto H5/4000/5W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

120

120

120

120

120

120

120

120

120

24

24

24

24

24

24

24

24

24

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

Ø100 x H130mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  I  -  1 0   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto I - 10

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 

44



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  I  -  1 0   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

12W

L250 x l26 x H44mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  I  -  1 0   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9199 Stiletto I10/3000/12W/90/A120/24V/Brass

1F9200 Stiletto I10/3000/12W/90/A120/24V/White

1F9201 Stiletto I10/3000/12W/90/A120/24V/Black

1F9202 Stiletto I10/4000/12W/90/A120/24V/Brass

1F9203 Stiletto I10/4000/12W/90/A120/24V/White

1F9204 Stiletto I10/4000/12W/90/A120/24V/Black

1F9205 Stiletto I10/6500/12W/90/A120/24V/Brass

1F9206 Stiletto I10/6500/12W/90/A120/24V/White

1F9207 Stiletto I10/6500/12W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

460

460

460

460

460

460

460

460

460

39

39

39

39

39

39

39

39

39

12W

12W

12W

12W

12W

12W

12W

12W

12W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

L250 x l26 x H44mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  J  -  5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto J - 5

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  J  -  5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

5W

Ø120 x H140mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  J  -  5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

3000

3000

3000

4000

4000

4000

130

130

130

130

130

130

130

130

130

5W

5W

5W

5W

5W

5W

5W

5W

5W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

Ø120 x H140mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  K  -  8   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto K - 8

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  K  -  8   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

8W

Ø50 x H264mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  K  -  8   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9217 Stiletto K8/3000/8W/90/A120/24V/Brass

1F9218 Stiletto K8/3000/8W/90/A120/24V/White

1F9219 Stiletto K8/3000/8W/90/A120/24V/Black

1F9220 Stiletto K8/4000/8W/90/A120/24V/Brass

1F9221 Stiletto K8/4000/8W/90/A120/24V/White

1F9222 Stiletto K8/4000/8W/90/A120/24V/Black

1F9223 Stiletto K8/6500/8W/90/A120/24V/Brass

1F9224 Stiletto K8/6500/8W/90/A120/24V/White

1F9225 Stiletto K8/6500/8W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

255

255

255

255

255

255

255

255

255

32

32

32

32

32

32

32

32

32

8W

8W

8W

8W

8W

8W

8W

8W

8W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

Ø50 x H264mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  L  -  1 5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto L - 15

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  L  -  1 5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

15W

L 454 x l35 x H74mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  L  -  1 5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9227 Stiletto L15/3000/15W/90/A120/24V/White

1F9229 Stiletto L15/4000/15W/90/A120/24V/Brass

1F9230 Stiletto L15/4000/15W/90/A120/24V/White

1F9231 Stiletto L15/4000/15W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

1100

1100

1100

1100

1100

1100

1100

1100

1100

74

74

74

74

74

74

74

74

74

15W

15W

15W

15W

15W

15W

15W

15W

15W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

L 454 x l35 x H74mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  M  -  1 5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto M - 15

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  M  -  1 5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

18W

Ø 160 x H50mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  M  -  1 5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9235 Stiletto M15/3000/18W/90/A120/24V/Brass

1F9236 Stiletto M15/3000/18W/90/A120/24V/White

1F9237 Stiletto M15/3000/18W/90/A120/24V/Black

1F9238 Stiletto M15/4000/18W/90/A120/24V/Brass

1F9239 Stiletto M15/4000/18W/90/A120/24V/White

1F9240 Stiletto M15/4000/18W/90/A120/24V/Black

1F9241 Stiletto M15/6500/18W/90/A120/24V/Brass

1F9242 Stiletto M15/6500/18W/90/A120/24V/White

1F9243 Stiletto M15/6500/18W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

1080

1080

1080

1080

1080

1080

1080

1080

1080

60

60

60

60

60

60

60

60

60

18W

18W

18W

18W

18W

18W

18W

18W

18W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

Ø 160 x H50mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  N  -  1 5   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto N - 15

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  N  -  1 5   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

15W

Ø 160 x H273mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

120°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

120°



3G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  N  -  1 5   |   N O N - D A L I  S E R I E S

SKU SPECIFICATIONS

1F9244 Stiletto N15/3000/15W/90/A120/24V/Brass

1F9245 Stiletto N15/3000/15W/90/A120/24V/White

1F9246 Stiletto N15/3000/15W/90/A120/24V/Black

1F9247 Stiletto N15/4000/15W/90/A120/24V/Brass

1F9249 Stiletto N15/4000/15W/90/A120/24V/Black

1F9250 Stiletto N15/6500/15W/90/A120/24V/Brass

1F9251 Stiletto N15/6500/15W/90/A120/24V/White

1F9252 Stiletto N15/6500/15W/90/A120/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

1100

1100

1100

1100

1100

1100

1100

1100

1100

74

74

74

74

74

74

74

74

74

15W

15W

15W

15W

15W

15W

15W

15W

15W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

120°

120°

120°

120°

120°

120°

120°

120°

120°

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

Ø 160 x H273mm ± 1mm

www.greentek.eu



1G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  O  -  6 L   |   N O N - D A L I  S E R I E S

SURFACE MOUNTED | NON-DALI SERIES

Stiletto O - 6L

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 



2G R E E N T E K  L I G H T I N G

   S U R FA C E  M O U N T E D   |   S T I L E T T O  O  -  6 L   |   N O N - D A L I  S E R I E S

Magnetic track mounted luminaires

9W

L104 x l22.5 x H319 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

30°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

30°
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SKU SPECIFICATIONS

3000

3000

3000

4000

4000

4000

43

43

43

43

43

43

43

43

43

9W

9W

9W

9W

9W

9W

9W

9W

9W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

30°

30°

30°

30°

30°

30°

30°

30°

30°

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

L104 x l22.5 x H319 mm ± 1mm

www.greentek.eu
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SURFACE MOUNTED | NON-DALI SERIES

Stiletto O - 6S

APPLICATION

FEATURES & BENEFITS

• 

• 

• 

• 

• 
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Magnetic track mounted luminaires

9W

L104 x l22.5 x H161 mm ± 1mm

Aluminium, Acrylic

IK00

Safety class 1

-20°C ... +40°C / -4F ... +104F

20 ÷ 90

220 - 240 VAC (Driver included)

24 VDC

30°

50.000

Brass, White ,Black

L70/B30@50.000h at 25°C

IP20 

-

3

10°C ... +30°C / 50° °F

SPECIFICATIONS

Mounting type

Power consumption

Dimensions

Housing materials

IK code

Protection class

Housing color

Lumen maintenance

IP factor

Control option

CRI - Color rendering,  CCT - Color temperature

Light application

CRI

Standard

CRI90

3000K

TOLERANCES

-/+ 5%

-/+ 5% for Non-DALI   |   -/+ 10% for Non-DALI & KIT EM   |   -/+ 10% for DALI   |   -/+ 15% for DALI & KIT EM 

LIGHT DISTRIBUTION

30°
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SKU SPECIFICATIONS

1F9253 Stiletto O6S/3000/9W/90/A30/24V/Brass

1F9254 Stiletto O6S/3000/9W/90/A30/24V/White

1F9255 Stiletto O6S/3000/9W/90/A30/24V/Black

1F9256 Stiletto O6S/4000/9W/90/A30/24V/Brass

1F9257 Stiletto O6S/4000/9W/90/A30/24V/White

1F9259 Stiletto O6S/6500/9W/90/A30/24V/Brass

1F9260 Stiletto O6S/6500/9W/90/A30/24V/White

1F9261 Stiletto O6S/6500/9W/90/A30/24V/Black

3000

3000

3000

4000

4000

4000

6500

6500

6500

325

325

325

325

325

325

325

325

325

37

37

37

37

37

37

37

37

37

9W

9W

9W

9W

9W

9W

9W

9W

9W

CCT 
(K) (W)

Eff.
(mm)

CRI 90

(°)

30°

30°

30°

30°

30°

30°

30°

30°

30°

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

L104 x l22.5 x H161 mm ± 1mm

www.greentek.eu


